&), VERTICAL BLIND
: Installation INSTRuCTIONS

CONGRATULATIONS! You have purchased the best vertical blind product made in America by C&M
Shade Corp. Please read the instructions completely before beginning. Proper installation of this
product will provide years of reliable operation and enjoyment.

Bracket Requirements
0" to 48"=2 144'/s"t0 192" =5
48'/s" to 96"=3 192'/s" to 240" = 6
96'/s" to 144" =4

PARTS LIST

A. Headrail

B. Vanes (Cloth, Aluminum, or Vinyl)
C. Mounting Clip

D. Wall Bracket (wall Mounts Only)
E. Nut (Wall Mounts Only)

F. Bolt (Wall Mounts Only)

G. Mounting Screws

H. Valance (optional)

I. Valance Corners

). Valance Ends

K. Valance Clips
(with Wall Mount Valances Only)

Tools required for installation | Fastener Guide: Mounting screws Vinyl or lead anchor for
Screwdriver are included for wood or sheet 0—=3 masonry. Use with
Drill with 1/16" Bit metal surfaces. m enclosed screws.
Pencil Al ve E Hollow wall anchor
Metal Tape Measure ternative Fasteners: Qnm-%-
Available at hardware stores. Hollow wall toggle bolt

OPERATING YOUR VERTICAL

To open vertical - Pull chain or beaded cord rotating the louvers to the open position. Next located and pull the
cord traversing the vanes across the headrail. Stacking will vary depending on the draw of the vertical (i.e.: Split
Draw, One Way Right, One Way Left) ‘

To realign vanes that are out of sync - Pull chain or beaded cord to close vanes completely, continue pulling until
you hear clicking sound. Pull chain again rotating the vanes to close them in the other direction and pull once
more until you hear clicking sounds.

PROFESSIONAL INSTALLATION IS RECOMMENDED IN COMPLIANCE WITH THE FOLLOWING
INSTALLATION INSTRUCTIONS.






